
Product Name: PVC/ NITRILE WN4700 

Density: kg/ m3 105-192 ASTM D-1667

Hardness: (Shore 00) 35-55

Compression Deflection: (kPa) 35-62 D1050-85 

Compression Set: % loss fr. Orig. ht. 25 

Water Absorption: % by volume 5 

90° Peel Adhesion: (N/m) 411 

Elongation: % 100 D412-83 

Tensile: (kPa) 483 die A 

Thermal Conductivity: kcal/(m.h.°C)  0.031 ASTM C-518 

Recommended Application Temp: 4°C to + 52°C  

Temperature Resistance: High Intermit. 115°C 

High Cont 80°C 

Low -30°C
Flammability mm per min. max. 100mm max FMVSS-302 

Spread of Flame Self-extinguishing UL94/ASTM D635-91 

Chemical Resistance Good 

Ozone Resistance 0 D1171-86 

Staining Slight Contact 

Fuel Immersion - % Weight change <50% D1056-85 

Outdoor Exposure – 6 weeks, Rating 0 D1171-86 

Weatherometer Tests – 25% Extension No cracks D750-85 

Shock absorbency 10-20

ASTM Designation, 1978 SBE-42 

ASTM Designation, 1985 2B1CIKMPZ1 

SAE J18 Designation 2B1CIKMPZ1 

Tolerance on thickness +/- 1.5mm 

TECHNICAL DATA SHEET

Converters – Foams, Tapes, Adhesives
* PVC foam sealants – available in roll form, die- cuts and laminations * Low compression PVC & Polymeric series

* Polyurethane * Polyethylene * EPDM * Nitrile * Rubber *3M Tapes and Adhesives
* Dowsil Sealants and Glazing Tapes * Masking * Surface Protection Films * Specialty Tapes
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